
Model 9400 Nail Fin Gasket & Exterior Trim 
Application Instructions

The rough opening should be 1/2” larger 
on the width and 1/2” larger on the 
height than the make size of the window 
being installed.

There will be a gap between size of the 
window to the size of the rough 
opening.  If the window is not properly 
sealed to the building structure 
during installation, water can enter 
through this gap directly into the 
home at the joinery of the nail fin and/
or exterior window trim and the 
building structure.

A generous amount of high grade 
silicone must be injected into the gap 
and along the corner of the window nail 
fin and along the edge of the nail fin as 
shown.

Slicone Application - Corner Gasket - Weatherboard Window Wrap Flashing for 
New Construction - Jobsite Applied Accessories 

Prepare for jobsite installation 
prior to applying accessories

Refer to "New Construction Installation 
Instructions for CompositWood® 
Architectural Windows", Section 5, 
Main Frame Fasteners.



Note the generous amount of silicone 
that will be needed for the application of 
the corner gasket supplied with 
Interstate CompositWood new 
construction windows.

Fully compress the entire gasket at 
all corners as shown.



Fully compress the gasket as shown at 
all corners as shown.



To complete the water tight 
installation, apply a high quality 12” 
window wrap completely around the 
window, beginning at the bottom of 
the opening as directed by the 
window wrap manufacturer. 
Make sure the wrap overlaps the 
entire outside edge of the window 
frame accessory channel.

When applying the 
vertical window wrap 
onto the jamb be sure 
to extend the window 
wrap length about 9” 
above and below the 
head and sill of the 4 
corners of the installed 
window. 

Finally, apply the 
horizontal window 
wrap across the head 
of the window about 
13” past the window 
jamb, overlapping and 
extending at least 1" 
beyond the edges of 
the vertical wrap.  
Follow window wrap 
manufacturer 
instructions.



After all of the window wrap is completely in place, then 
manually snap the Exterior Trim into the window frame 
accessory channel and continue applying pressure until 
completely installed as shown. All exterior trim kits 
included with the windows are preprocessed, including 
fasteners and are ready for immediate installation.

Note: The exterior trim accessories are only a cosmetic 
application. There is no need to add sealant when 
installing the trim since the previous steps assured a 
watertight seal behind the trim components.

Application of Model 9400 Window Accessories

Traditional Decorative 
Curbing

3½” Flat Casing

Brickmold Traditional Sill Nose
Historical Large Sill Nose

AVAILABLE EXTERIOR FR AME ACCESSORIES

Four stainless steel 
screws (included) are to 
be fastened through 
predrilled corners as 
shown to complete the 
installation.




